2006 IECC – Inspection Checklist


	Property Information

	Property Address
	

	City/ZIP
	

	Builder / Remodeler
	

	Address
	

	Phone
	


	 FORMCHECKBOX 

	New Construction

	 FORMCHECKBOX 

	Remodel description:




	Framing Inspection
	Contractor

Verified
	Inspector

Verified
	N/A

	Air Sealing
	Window jambs and door rough openings sealed
	
	
	

	
	Top and bottom wall plates are sealed (sill gasket or caulk)
	
	
	

	
	Walls separating un-conditioned spaces such as garages and porches are sealed
	
	
	

	
	Dropped ceilings or chases adjacent to the thermal envelope are sealed
	
	
	

	
	Walls behind tubs and showers sealed
	
	
	

	
	Common walls between dwelling units are sealed
	
	
	

	
	Plumbing and wire penetrations are sealed
	
	
	

	
	Exterior wall exhaust fan terminations inside thermal envelope sealed
	
	
	

	Window
	U – value  ______________
	
	
	

	
	SHGC       ______________
	
	
	

	Note: window and door NFRC labels must be left in place for verification

	Doors
	U – value  ______________
	
	
	


Comments: ________________________________________________________________________________________________________________________________________________________________________

	Mechanical Inspection
	Contractor

Verified
	Inspector

Verified
	N/A

	Ducts
	Ducts in unconditioned spaces insulated to R-8
	
	
	

	
	Ducts in floor trusses insulated to R-6
	
	
	

	
	Air handlers / filter boxes / register boots / trunk lines  / joints are sealed per Section M1601.3.1 of IRC 
	
	
	

	
	Framing cavities used as return air ducts sealed.  No cavities used as supply air ducts.
	
	
	

	HVAC
	Piping conveying fluids above 105 deg F or below 55 deg F insulated to minimum R – 2
	
	
	

	Hot Water
	Circulating service hot water lines insulated to R - 2
	
	
	

	Electrical
	Airtight, IC rated recessed light cans installed to un-conditioned spaces
	
	
	

	Flue Pipes
	Insulation shields installed to maintain clearance to combustible material of exhaust venting, for gas fired appliances
	
	
	


Comments: ________________________________________________________________________________________________________________________________________________________________________

	Insulation Inspection
	Contractor

Verified
	Inspector

Verified
	N/A

	Insulation
	Wall R – value    ___________
	
	
	

	
	Floor R – value   ___________
	
	
	

	
	Ceiling R – value ___________
	
	
	

	
	Mass walls (ICF, concrete block, poured concrete and solid timber/log) are insulated per details on plans
	
	
	

	
	Insulation is installed in substantial contact with the air barrier
	
	
	

	
	Insulation not compressed and fills cavity completely by slicing around electrical outlets and switches and by slicing to fit behind and in front of electrical wiring in cavity
	
	
	

	
	Band joists insulated
	
	
	

	
	Baffles installed at the junction of the wall / roof framing under the sheathing
	
	
	

	Crawl Space


	When sealed crawl spaces are used, the wall insulation shall be permanently fastened to the exterior walls.  Cavities between floor joists shall be insulated.  A continuous vapor retarder shall be installed on top of the exposed earth and six inch minimum up any walls / piers with all seams sealed
	
	
	

	
	
	
	
	


Comments: ________________________________________________________________________________________________________________________________________________________________________
	Final Inspection
	Contractor

Verified
	Inspector

Verified
	N/A

	Insulation
	Attic access scuttle hole insulated and weather stripped
	
	
	

	
	Markers for use with blown-in insulation are installed, affixed to the trusses or joists and marked with a minimum installed thickness by one inch high numbers.  One marker for every 300 square feet.  
	
	
	

	
	If attic is part of the building thermal envelope with foam insulation applied to the underside of the sheathing and truss top cords, depth will be verified to insure R-value met and evenly installed
	
	
	

	Mechanical
	HVAC equipment is in compliance with specifications on approved plans.  SEER _________; HSPF __________; AFUE __________
	
	
	

	
	Circulating hot water system includes an automatic or readily accessible manual switch
	
	
	

	
	Heat Pump thermostats with adaptive recovery capability
	
	
	

	Sealing
	All exterior wall penetrations have been sealed
	
	
	

	Sticker
	2006 IECC compliance sticker applied to the electrical distribution service panel
	
	
	


Comments: ________________________________________________________________________________________________________________________________________________________________________

